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The soldering iron supplies heat to melt solder so that it can 
flow into the joint between two workpieces.

ELECTRICAL

Soldering Iron

Soldering Iron

Diagram and Safety Precautions

PACKAGE CONTENTS

1 x  40W soldering iron
1 x  Support stand

TECHNICAL INFORMATION

Specifications:

1. Choose a suitable wattage iron and the right solder for the job. The wattage 
should be large enough to thoroughly heat the parts to be soldered.

2. Do not heat up the soldering iron without the tip in place, otherwise the 
lifetime of the heating element will be reduced. Prior to heating up the 
soldering iron, check the set screws are tightened to hold the tip firmly in 
place.  

3. Before soldering, clean the parts which are going to be soldered.
4. Soldering iron tip should always be clean and provide it with su�cient 

soldering flux.
5. Heat the parts where the soldering is required, apply solder to the heated 

parts only. The melted solder should flow evenly when enough heat is 
applied to the parts being soldered.

Correct soldering

Wattage Suitable for

20-30W
P.C. board
I.C. Transistor Mini
Condensor.

Electrical parts
Transformer,
Speaker switch,
Connector.

When a large heat
capacity is
required.

40-60W 80-100W

• To avoid a burn or other damage by the hot soldering iron, only use the metal 
support supplied or a fire-proof base/cradle to rest the hot soldering iron on.

• Always hold the soldering iron by the handle only. If the soldering iron tip or 
shaft is touched, there is a danger of burning yourself!

• Life-span of the soldering iron may be reduced if the power cord is damaged 
in any way i.e. if it gets burnt. If the power cable becomes damaged in any 
way, stop using the soldering iron immediately. Due to the special construc-
tion the power cord cannot be replaced.

• After you have finished using the soldering iron, let it cool down slowly on the 
support stand supplied, do not use water to cool it down as this may lead to 
an electric shock.

• Only replace the soldering tip when the soldering iron is cool to the touch and 
with the mains plug disconnected. Insert the new tip up to the stop and 
tighten the set screw.

Safety notes

Mains Voltage:         230V - 240V ~ / 50Hz                Mains Voltage:         230V - 240V ~ / 50Hz                

PACKAGING DIMENSIONS
  

Weight 
(kg)(mm)(mm)(mm)

Width Height 

338,1 10260 0,29

Depth 

D

Support Stand

Set Screws

1.  Clean up tip and then
switch on soldering iron.

2.  Place the tip on
the joint to be 
soldered and heat it.

3.  Place the flux solder 
as illustrated below.

Used to solder electronic components to PC Boards and 
wiring connections. Also used for installation and repairs.

Other soldering irons with di�erent wattage would be:
BPSI30 (30W)
BPSI60 (60W)

4.  Soldering should be similar to 
the below diagram.


